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Part B –Structures – Simple (SS) Level Application



Application Instructions

This Part B including the attached spreadsheet and supporting documents must be submitted together with Part A of the application.
Part B of the application includes:
· Prequalification Level information, including minimum requirements
· Excel Spreadsheet (Link to the spreadsheet is at the end of this document)
Document Requirements
· [bookmark: _Hlk199688864]Applications will only be considered where all the requirements of the Part A and Part B applications forms are completed
· Applications will only be considered where the minimum eligibility criteria are satisfied and include supporting documentation to demonstrate the competencies outlined.
· Supporting documents must be in English. 
· Supporting documents must not have any redacted sections. 


Applications that do not comply with the requirements outlined in Part A 
and Part B including the required supporting material requested, 
will not be considered.
Submitting your application
· Upload your application (Part A and Part B), including the spreadsheet and supporting documents to a cloud storage service and email the link to prequal@transport.vic.gov.au
** Applications will only be accepted from cloud based storage services

· Ensure the link has no expiry date, no password protection and full download rights have been granted. 








Part B 
Structures – Simple (SS) Level
About this Level
[bookmark: _Hlk201226737]This category of pre-qualification incorporates works associated with detailed design of each of the structure types listed in the Areas of Competency below. 
Areas of Competency
Applicants must demonstrate detailed design experience of the following structure types as listed in the table below: 
· Culverts and/or cattle underpasses and/or pedestrian subways.
· Road bridges (with at least one span of 10m or more). 
· Pedestrian bridges (with at least one span of 10m or more). 
· Retaining walls (with minimum retaining heights of 1.5m).
· Noise walls and/or Protection/Anti-Throw Screens and/or Public Safety Barriers and/or Cladding (must be standalone permanent cantilever-type structures with minimum height of 3m).
Prerequisites
There are no prerequisites for this prequalification level.
Renewals/Reviews
[bookmark: _Hlk201308800][bookmark: _Hlk201308916]Prequalified companies will be required to participate in performance reviews every 5 years in order to assess performance against the eligibility criteria for prequalification. DTP also reserves the right to review any prequalification at any time.
Minimum Requirements
Applicants must include with their application Design Documentation comprising Structural Detailed Design Drawings, including Structural Design Reports where applicable for each of the structure types listed in the below table, noting that:
· Preliminary/Concept/Tender Designs will not be considered.
· Submitted documents must be in English and must refer to projects completed within the last 20 years. 
· No parts of the documents that are submitted for DTP assessment can be redacted.
· Unknown/confidential projects are inadmissible.








	Area of Competency – Structure Types
	Structural Design Documentation Required
(Structural Detailed Design Drawings, including Structural Design Reports where applicable)

	1. [bookmark: _Hlk201218728]Culverts and/or cattle underpasses and/or pedestrian subways
	Applications must include one but not more than three Detailed Design examples (for design of entire structure to AS5100, no other Australian or other International Standard is admissible).

	2. Road bridges (with at least one span of 10m or more)
	Applications must include two but not more than three Detailed Design examples (for design of entire structure to AS5100, no other Australian or other International Standard is admissible).

	3. [bookmark: _Hlk201224587]Pedestrian bridges (with at least one span of 10m or more)
	Applications must include two but not more than three Detailed Design examples (for design of entire structure to AS5100, no other Australian or other International Standard is admissible).

	4. Retaining walls (with minimum retaining heights of 1.5m)
	Applications must include two Detailed Design examples (for design of entire structure to Australian Standards or, subject to the discretion of DTP, any other internationally accepted English standards).  

	5. Noise walls and/or Protection/Anti-Throw Screens and/or Public Safety Barriers and/or Cladding (must be standalone permanent cantilever-type structures with minimum height of 3m)
	Applications must include one but no more than two Detailed Design examples (for design of entire structure to Australian Standards or, subject to the discretion of DTP, any other internationally accepted English standards).



Spreadsheet
Please complete the Part B Spreadsheet linked below. 
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Part B_Structures - Simple (SS).xlsx
Company Information

		Part B - Company Information, Management Systems and Industrial Relations Document Requirements 

		Company Name :

		
Prequalification Level:



				Select from Drop down List

		Is the company applying for Design Complex Structures (CS) prequalification simultaneously?
Note: Applicants for Simple Structures (SS) cannot simultaneously apply for Proof Engineering Structures (PE)


		Complete all (grey) highlighted sections
Refer to Minimum Requirements as detailed in Part B
Incomplete applications will not be accepted.

				Select from Drop down List		Provide Details (where applicable)		Electronic Document File Name

		Type of company 

		State or territory where your company is registered 

		Provide a detailed organisation chart for your organisation

		How long has the applicant been under the current structure?

		How long has the applicant been under the current ownership? 

		If applicable, list any former business names and give details

		Corporate history

		In the last five years, has the applicant, or any former business identified above, been liquidated or entered into receivership, administration, scheme of arrangement, or creditors’ composition pursuant to the Bankruptcy Act 1966 (Cth) or Corporations Act 2001 (Cth)?				If Yes, provide details

		Have any of the proprietors, principals, directors, managers or secretaries of the applicant, or any former business identified above (or their spouses) ever been bankrupt?				If Yes, provide details

		Over the last six years, has the applicant had any convictions recorded against it or are there any current or pending proceedings, either in a Court of Law or in arbitration?				If Yes, provide details

		Management Systems

		ISO Certification (Quality)

		ISO Certification (OH&S)

		Quality and OH&S  Management Systems - Checklist

		Auditor form

		Industrial relations 

		Fair Jobs Code Pre-Certificate 

		Supplier Code of Conduct  policy has been reviewed

		Insurances

		Public liability insurance $20M

		Professional Indemnity $10M 

		WorkCover insurance

		 Do you have current WorkCover insurance?

		Self-insured? 

		Part A - Application Form

		Have you completed the details in Part A

		Have you completed the Checklist & Declaration form in Part A





























































































https://www.buyingfor.vic.gov.au/supplier-code-conducthttps://www.buyingfor.vic.gov.au/apply-fair-jobs-code-pre-assessment-certificate

Project Information

		Part B - Project Information

		Complete all (grey) highlighted sections
Refer to Minimum Requirements as detailed in Part B
Incomplete applications will not be accepted

		Areas of Competency		No.		Project Name		Scope 
(What did the company do?)		Project Date
(Only projects within last 20 years will be accepted)		Project Location		Structural-related Description of Project				Documentation Provided 
(Confirm 'Attached "or 'Not Avialable"in each column as applicable)

																		Structural Drawings
(Detailed Design drawings only) 		Select Folder Name		File Name		Structural Design Reports		Select Folder Name		File Name

		Culverts and/or cattle underpasses and/or pedestrian subways
(Designed to AS5100 only)		1

				2

				3

		Road bridges (with at least one span of 10m or more)
(Designed to AS5100 only)		1

				2

				3

		Pedestrian bridges (with at least one span of 10m or more)
(Designed to AS5100 only)		1

				2

				3

		Retaining walls (with minimum retaining heights of 1.5m)
(Designed to Australian Standards. Any other internationally accepted English standards may be considered, subject to discretion of DTP)		1

				2

		Noise walls and/or Protection/Anti-Throw Screens and/or Public Safety Barriers and/or Cladding (must be standalone permanent cantilever-type structures with minimum height of 3m)
(Designed to Australian Standards. Any other internationally accepted English standards may be considered, subject to discretion of DTP)		1

				2





Drop Down List

		Culverts - cattle Underpasses - pedestrian subways

		Road Bridges

		Pedestrian bridges

		Retaining Walls

		Noise Walls - public safety barriers-screens

		Attached

		Not Available

		Yes

		No





Drop Down Lists

		Column1		Column2		Column3		Column4		Column5		Column6		Column7		Column8		Column9

		 Public company		VIC		Attached		Yes		0		*		ISO Certification		Document Reviewed		Attached

		 Private company		SA		Not available		No						Civil Contractors Federation (CCF) Certification 				Not Applicable

		 Incorporated joint venture		WA										Auditor form

		 Unincorporated joint venture		NT

				QLD

				TAS

				NSW
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